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Abstract 
Development of hazardous gases emissions through the production and construction of Hot Mix Asphalt (HMA) have 
encouraged the transition to Warm Mix Asphalt (WMA) which is considered as one of the best choices of sustainable 
materials in asphalt pavement. The temperature reduction in the mixing, handling, and compaction of the mix gets in saving 
energy, cutting emissions and significant cuts in construction costs. In this investigation, two WMA mixtures have been 
prepared in the laboratory using medium curing cutback (MC-30) and cationic emulsion asphalt. HMA mixture was also 
prepared for comparison. Marshall size Specimens of (101.6 mm) in diameter and (63.5 mm) in height were constructed 
from these mixtures and subjected to repeated Indirect Tensile Strength test (ITS) to determine the effect of asphalt type 
and content on deformation and resilient behavior of asphalt mixture. Another group of cylindrical specimens of (101.6 
mm) diameter and (101.6 mm) in height have been constructed from these mixtures and subjected to repeated compressive 
stresses test to determine the rutting resistance of asphalt mixture. Test results were analyzed and compared. It was 
concluded that, the permanent deformations for cutback and emulsion treated WMA was higher than that of HMA by (50 
and 35) % respectively. The Resilient Modulus (Mr) at 25 ⁰ C under repeated (ITS) for cutback and emulsion treated WMA 
was lower than that of HMA by (39.95 and 27.94) % respectively. On the other hand, the (Mr) for cutback and emulsion 
treated WMA was higher than that of HMA by (43.75 and 5.47) % respectively under repeated compression load at stress 
level 0.138 (MPa). 
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1. Introduction 
The general expression of WMA refers to the variety of mixtures which are produced at temperatures (20-30 °C) less 
than the typical production temperature for HMA. The lower temperature of the WMA offers sustainable and 
environmentally friendly mixture as compared with HMA by reducing the fuel consumption and greenhouse gas 
emission [1]. The fundamental concept of the WMA is to decrease the mixing and compaction temperatures of the 
mixture through reduction of viscosity of the asphalt binder. WMA principally does not differ from HMA. It still 
includes of asphalt binder, aggregates, filler and liquid asphalt, however, the difference precisely lies in the temperature 
applied to obtain appropriate mixing and workability [2]. The low production and paving temperature of WMA 
significantly reduce the emissions and fumes, [3]. Every 11⁰C decrease in mixing temperature causes the emissions in 
the atmosphere, decreasing to half [4], this is a fundamental decline in the carbon footprint of the asphalt production 
plant taking into consideration the existing equipment can still be used, [5]. The energy consumption of WMA 
production is typically (60-80) % lower than HMA production, [6]. Lower production temperatures can also potentially 
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improve pavement performance by reducing binder aging, providing added time for mixture compaction, and allowing 
improved compaction during the cold weather paving, [7]. The low viscosity of liquid asphalt will improve the coating 
of aggregates [8], while the curing period will provide the increment in mechanical strength, and durability during traffic 
exposure, [9] and [10]. WMA’s disadvantages addressed by Esenwa et al. (2011) and Rashwan (2012) are mainly related 
to the potential to reduce material durability, and it has potential for rutting and moisture susceptibility issues [11, 12]. 
WMA has a higher degree of compaction, which provides better workability of compaction compared to HMA mixture 
and the WMA mixture has a lower (Mr) than HMA mixture which could suggest that WMA mixture is more susceptible 
to rutting [13, 14]. The resistance of the WMA-emulsified asphalt to rutting is quite remarkably less than their 
counterpart the HMA. Moreover, this resistance is significantly decreased by reducing the compaction temperature. 
Emulsified asphalt reduces the cohesive tensile strength of the binder because of the reduction in the binder surface 
tension and work of cohesion [15]. López et al. (2017) studied determine the laboratory performance of field-produced 
mixtures which used the WMA to evaluate the effect of lowering production temperature on the mixture characteristics 
in the field and find there was no difference in the rutting performance of WMA compared with HMA [9]. The WMA 
decreases the extent of oxidative aging in bitumen mixture and increase the susceptibility of mixture to rutting [16]. 
Bhargava et al. (2018) and Sebaaly et al. (2015) have been determined the effect of aging and stated the aging increases 
resistance to permanent deformation of the WMA and stress levels is vital in assessing the permanent deformation of 
asphalt mixture. The reduction in the stiffness of WMA when compared to a conventional HMA mixture increases the 
potential of permanent deformation during the initial service life [17, 18]. However, field assessment in terms of rutting 
has shown performance of WMA technology comparable to HMA [19]. A recent study by Sarsam (2018) had concluded 
that HMA specimen can sustain more than 100% of load repetitions to failure higher as compared to WMA, On the 
other hand, the tensile strain of WMA with cutback and emulsion was (37.5 and 54) % lower than that of HMA 
respectively. A sharp reduction in the stiffness rate could be noticed for WMA mix with cutback as compared to the 
gentle reduction in the case of WMA mix of emulsion and HMA [20].  
The goal of this investigation is to evaluate the influence of implementing medium curing cutback (MC-30) and 
cationic emulsion as a binder on the deformation and resilient behavior of WMA under repeated (ITS) and rutting 
resistance of the WMA. 
2. The Research Methodology 
This research methodology was divided into four stages, the first stage will cover obtaining the properties of raw 
materials includes aggregate and liquid asphalt (cationic emulsions and medium curing cutback asphalt). The second 
stage includes the design of the warm mix using the available materials and obtaining the design asphalt content of each 
case. The third stage includes the measurement of permanent deformation and resilient modulus of the mixtures under 
repeated indirect tensile stresses, while the fourth stage was concerned with rutting resistance and resilient modulus 
determination under repeated compressive stresses.  
3.  Materials and Methods 
3.1. Asphalt Cement  
The Asphalt Cement of (40-50), penetration grade was obtained from Al-Dura Refinery and used for HMA 
specimens. Table 1 presents the physical characteristics of asphalt cement. 
Table 1. Physical characteristics of asphalt cement 
Test Result SCRB Specification Limits [21] ASTM Specification No. [22] 
Penetration (25⁰C, 100(gm.) and 5sec) 43 (0.1 mm) 40 - 50 D-5 
Ductility, (25 ⁰C and 5cm/minute), 164 (cm) ≥ 100 D-113 
Softening point, (ring and ball) 49 ᵒC ـــــ D-36 
Absolute Viscosity @ 60 ⁰C 2150 (Poise) ـــــ D-2171 
After Thin-Film Oven Test 
Retained penetration, of original, (%) 67.4 (1/10 mm) ـــــ D-5 
Ductility (25⁰C and 5cm/minute) 96 cm ـــــ D-113 
3.2. Cutback Asphalt 
Medium Curing cutback asphalt (MC-30) was used as a binder for WMA production. It was obtained from AL-Dura 
Refinery. Tests implemented on the cutback asphalt complies with ASTM [22]. Table 2 presents the cutback 
characteristics as supplied by the refinery. 
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3.3. Emulsified Asphalt 
Cationic emulsified asphalt was used as a binder for WMA production, it was brought from state company for the 
mining industries. Test implemented on the emulsified asphalt complies with ASTM [22]. Table 3 presents the 
characteristics of emulsion as supplied by the producer. 
 
Table 2. Physical characteristics of cutback asphalt 
Test Results limits of Specification [22] ASTM Designation [22] 
Flash Point 38 38 ـــــ D-3143 
Water % V (max) 0.2 ـــــ 0.2 D-95 
Viscosity @ 60°C 40 30 60 D2170 
Test on Residue from Distillation 
Penetration, (25°C, 100 gm. , 5 sec and (1/10) mm) 150 120 250 D-2027 
Solubility in Trichloro Ethylene % wt. (min) 99 99 ـــــ D-2027 
Ductility (25 °C) 100 100 ـــــ D-2027 
Table 3. Physical characteristics of cationic emulsified asphalt 
Test ASTM Designation No. [22] Results 
Specification Limits [22] 
Min. Max. 
Particle Charge Test D-244 positive positive ـــــ 
Storage Stability Test, 24 h (%)  0 ـــــ 1 
Viscosity Say bolt Furl at (50 °C) D-245 260 50 450 
Coating Stability and Water Resistant 
Coating-Dry Aggregate ـــــ Good Good ـــــ 
Coating-After Spraying ـــــ Fair Fair ـــــ 
Oil Distillate by Volume of Emulsion (%) ـــــ 89 65 ـــــ 
Sieve Test (%) D-6933 0 ـــــ 0.1 
3.4. Coarse and Fine Aggregates 
The coarse aggregates (crushed) which retained on the sieve No.4 were brought from AL-Nibaee quarry. Such 
aggregates are widely used in Baghdad city for asphalt concrete mixture. Crushed sand and natural sand was used as 
fine aggregate (passing sieve No.4 and retained on sieve No. 200). It consists of tough grains, hard, free from loam and 
other deleterious materials. The aggregates were tested for physical properties and Table 4 presents the test results. 
Table 4. Physical characteristics of fine and coarse aggregates 
Laboratory Test ASTM, [22] Designation No. Test Results 
Coarse Aggregate 
Apparent Specific Gravity 
C-127 
2.642 
Bulk Specific Gravity 2.61 
Water Absorption, (%) 1.471 
AC (40-50) Absorption, (%) D4471 0.4 
Emulsion Absorption, (%) D4469 1 
Cutback Absorption, (%) D-4470 0.6 
Los Angeles Abrasion, (%) C-131 19 
Fine Aggregate 
Apparent Specific Gravity 
C-128 
2.683 
Bulk Specific Gravity 2.631 
Water Absorption, (%) 3.734 
AC (40-50) Absorption, (%) D-4471 0.6 
Emulsion Asphalt Absorption, (%) D-4469 1.4 
Cutback Asphalt Absorption, (%) D-4470 0.9 
Civil Engineering Journal         Vol. 4, No. 10, October, 2018 
2401 
 
 
3.5. Mineral Filler 
    The mineral filler utilized in this investigation is Portland cement, it was produced by Al-Mas Company and 
obtained from the market. The physical characteristics of the mineral filler are listed in the Table 5. 
Table 5. Physical properties of Portland cement 
Property Test result Requirements [21] 
% Passing Sieve No.200 98 95 
Bulk Specific Gravity 3.1 ـــــ 
Fineness by Blaine (m2/kg) 312.5 ≥ 230 
3.6. Selection of Aggregates Gradation 
Selection of the aggregates in this investigation is following SCRB, [21] for binder course with nominal maximum 
size of aggregate of 19 (mm). Figure 1 presents the selected aggregates gradation for binder course. 
 
Figure 1. Gradation of the aggregates for binder course layer according to SCRB, [21] 
4. Preparation of WMA 
The virgin aggregates were sieved and separated to different sizes then combined to reach the specified gradation for 
the binder course layer according to SCRB [21]. The combined aggregates were heated to (110 ⁰C), before mixing with 
(emulsion or cutback asphalt), then the optimum requirement of liquid asphalt at 20°C was added to the preheated 
aggregate to reach the desired amount of asphalt content and mixed thoroughly by hand for (2-3) minutes until all 
aggregates were coated with asphalt. Mixtures with 0.5 % of liquid asphalt above and below the optimum have also 
been prepared to verify the impact of asphalt content on the indirect tensile strength and rutting resistance. The procedure 
of obtaining the Optimum Asphalt Content (OAC) and the volumetric properties was published elsewhere, [23]. The 
Marshall Specimens were subjected to 75 blows on each side of the specimen as per [22] while the cylindrical specimens 
of (101.6 mm) diameter and (101.6 mm) in height were subjected to static compaction to the target density. The 
compaction temperature was maintained to 100⁰C. In case of cutback asphalt mixtures, specimens were collapsed after 
removal from the mold, then it was decided to use the Short-Term Aging (STA) technique as recommended by AASHTO 
TP4 and cited by [24]. The specimens were removed from a mold after 24 hours. Figure 2 shows group of the prepared 
Marshall Size specimens.  
 
Figure 2. Group of the prepared Marshall specimens 
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5. Preparation of HMA 
The virgin aggregates and filler were sieved and combined to meet the specified gradation for binder course layer, 
[21]. The combined aggregates, were heated to (160 °C), while the bitumen was heated to a temperature (150°C) to 
produce the kinematic viscosity of (170 ± 20 centistokes), then the desired amount of asphalt was added to a preheated 
aggregate. The asphalt and the aggregate were mixed in the mixing bowl by hand on the hot plate for (3-4) minutes until 
asphalt had adequately coated the surface of the aggregate, while the mixing temperature was maintained to 145°C. The 
specimens were compacted with Marshall Hammer using 75 blows on each side according to [22] while the cylindrical 
specimens of (101.6 mm) in diameter and height were subjected to static compaction to the target density. The samples 
were removed from the mold after 24 hours. Mixtures with 0.5 % of asphalt cement above and below the optimum 
requirement have also been prepared to verify the impact of asphalt content on the indirect tensile strength and rutting 
resistance.   
6. Short-Term Aging (STA) 
The loose mixture of cutback-aggregate was placed in the pan and spread to a thickness ranging among (25-50) mm, 
the asphalt mixture in the pan was put in the conditioning oven for 4 hours ± 5 minutes at 135±3°C and the mixture was 
stirred every 1 hours throughout the short term aging (STA) process to obtain a homogeneous aging. At the end of the 
aging period, the mixture was cooled to the compaction temperature of 100°C and poured into the mold and subjected 
to 75 blows on each side of the specimen with Marshall Hammer, while the cylindrical specimens of (101.6 mm) in 
diameter and height were subjected to static compaction to the target density. This procedure was implemented as 
recommended by AASHTO TP4 as cited by [24].  
7. Indirect Tensile Strength under Repeated Load Test (ITS)  
The (ITS) test under repeated load was performed according to the procedure of [14] by utilizing the Pneumatic 
Repeated Load system (PRLS).  Marshall Samples were utilized in this test. The specimen was centred among two 
parallel loading strips on a vertical diametrical plane, stainless steel loading strip on the top and bottom, running parallel 
to the axis of the cylindrical sample. In this test method, the repeated load was applied to the diametral sample and the 
resilient vertical strain is quantified. The diametral loading was applied with the constant loading rate (60 cycles/min.). 
The load sequence of every cycle by (1/10 second) period of load and of (9/10 second) rest duration for simulating the 
field conditions according to Shell procedure as cited by [25]. This test was performed at a stress level of (0.138 MPa). 
The sample was stored in the testing chamber for (2 hours) in order to allow for uniform distribution of temperature 
within the sample. The video camera was placed in a suitable place to cover the view and capture the dial gauge reading. 
The test was completed after 1200 load repetitions or when the sample fractures. During the test, the permanent 
deformation and total deformation were recorded every 10 seconds until 20 minutes or when the specimen fractures. 
The permanent microstrain was measured according to of the following equation: 
Ɛp =
Pd × 106
ℎ
 (1) 
Where: 
Ɛp = Permanent strain (microstrain) h= Specimen height (mm) 
Pd = Permanent axial deformation  
Resilient axial strain was measured as per of the following relation;  
Ɛr =
Δr
h
   (2) 
Where: 
Ɛr = axial resilient strain (microstrain) Δr, L = low deformation reading (permanent deformation) 
Δr = axial resilient deformation = (Δr, H –Δr, L) h= Specimen height (mm) 
Δr, H = high deformation reading (total deformation)  
Resilient Modulus (Mr) is the important property for mechanistic design approaches of paving structure. The (Mr) is 
the ratio of an applied stress to the recoverable strain when the applied stress has been removed. It is an elastic modulus 
which quantifies of the materials responses to the applied load and deformation. In general, higher modulus refers to 
greater resistance to deformation. The (Mr) is quantified by following the [22], ASTM (D-4123).  The Mr is calculated 
by the following equation: 
Mr =
σ 
Ɛr 
 (3) 
Where: 
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Mr= Resilient modulus (MPa) Ɛr = axial resilient strain (mm/mm) 
σ = repeated axial stress (MPa)  
The following classical power model was performed in this study [26], [27]: 
Ɛp = aNb (4) 
Where: 
Ɛp = Permanent Deformation in Microstrain b = Slope of the Deformation 
a = Intercept with the Deformation in Microstrain N = No. of Repetitions at the end of the Test 
Parameters (b and a) are the slope and intercept respectively of the permanent microstrain curve in the log-log scale, 
intercept signifies to the permanent microstrain at the number of repetitions equal to one. The higher value of (a) signifies 
to the higher strain, therefore, the higher potential for permanent microstrain [28]. The slope signifies to the rate of 
change in permanent microstrain as a function of change in the cycles of load at log-log scale. The high slope for the 
mixture refer to an increase in the rate of deformation, therefore, less resistance to permanent deformation. The mixture 
which has the lower slope is recommended as it provides the occurrence the permanent deformation at a slower rate 
[29]. Coefficients for permanent deformation α “Alpha” and μ “Mu” are calculated using the following relationships 
[27]: 
μ =
a × b 
Ɛr 
     (5) 
α = 1 − 𝑏 (6) 
Where: 
μ = parameter of permanent microstrain refer to the constant of proportionality among permanent strain and resilient 
strain. 
α = parameter of permanent microstrain refer to the ratio of decreases in the incremental permanent microstrain as 
the number of load repetitions increases. 
Figure 3 shows test setup of the specimen under repeated (ITS) and the mode of failure, while Figure 4 exhibits the 
pneumatic repeated load system and specimen. 
 
Figure 3. A: Repeated ITS setup, B: Specimen after fracture 
 
Figure 4. The pneumatic repeated load system and specimen [30] 
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8. Rutting Resistance Test 
This test was conducted to describe the rutting performance of the mixtures by relating the permanent and resilient 
axial strain to the number of load repetition. Also, to evaluate the effect of mixing variables and loading conditions on 
rutting of mixture. The (PRLS) was utilized in this test to quantify the vertical displacement in the sample through the 
repeated compressive load testing. For each specimen the number of load repetitions was plotted against the permanent 
microstrain in log-log scale to show the effect of each variable on the determination of the plastic strain [31]. This test 
was performed at three levels of stress (0.069, 0.138 and 0.207 MPa), repeated compressive loading was continued to 
1200 cycles or when the specimen fractured. The loading rate is 60 cycles/min. for load period of (1/10 second) and the 
resting duration of (9/10) second for simulating the field conditions [32]. Figure 5 shows the specimen under repeated 
compressive load test and the mode of failure. 
 
Figure 5. A: Specimen under repeated load test, B: Specimen after fracture 
9. Results and Discussion 
9.1. Effect of Asphalt Type and Content on Deformation Behavior under Repeated ITS  
The high permanent deformation is related to increase of asphalt content, as presents in Table 6 and Figure 6. 
Table 6. Effect of asphalt type and content on deformation under repeated (ITS) at stress level (0.138 MPa) and 25°C 
Asphalt content % 
HMA WMA- Cutback WMA- Emulsion 
Permanent microstrain Permanent microstrain Permanent microstrain 
OAC–0.5 4120 10400 6000 
OAC 4000 6000 5400 
OAC+0.5 4700 11600 5800 
 
Figure 6. Effect of asphalt type and content on deformation under repeated (ITS) at stress level (0.138 MPa) and 25°C 
The results of HMA presents that, the permanent deformation was increased by (17.5 and 3) % when the asphalt 
content increased and decrease by 0.5 % from (OAC) respectively, this behavior of materials conform to the results of 
[33]. The results of WMA-cutback asphalt presents that the permanent deformation was increased by (93.33 and 73.33) 
% when the asphalt content increased and decreased by 0.5 % from (OAC) respectively. The results of WMA-emulsified 
asphalt show that the permanent deformation was increased by (7.41 and 11.11) % when the asphalt content increased 
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and decreased by 0.5 % from (OAC) respectively, this behavior of materials conform with the results of [34]. The WMA-
cutback asphalt has higher permanent deformation as compared to other mixtures. This may be attributed to the fact that 
the STA is not sufficient to make the mixture stiff enough which makes the sliding of aggregate particles easier. 
Therefore, causes increasing in the deformation of the pavement material.  
9.2. Effect of Asphalt Type and Content on Resilient Modulus Behavior under Repeated ITS  
Based on the results, it appears that the examined impacts of asphalt type and content on (ITS) have an effect on the 
plastic responses of materials, as shown in Table 7 and Figure 7. 
Table 7. Effect of asphalt type and content on resilient modulus under repeated (ITS) at stress level (0.138 MPa) and 25°C 
Asphalt 
content % 
HMA WMA-Cutback Asphalt WMA-Emulsified Asphalt 
Resilient Modulus (MPa) Resilient Modulus (MPa) Resilient Modulus (MPa) 
OAC-0.5 363 164 115 
OAC 383 230 276 
OAC+0.5 276 86 138 
 
Figure 7. Effect of asphalt type and content on resilient modulus under repeated (ITS) at stress level (0.138 MPa) and 25°C 
The (Mr) decreased by (28 and 5.26) % when the asphalt content increased and decreased by 0.5 % from (OAC) 
respectively, this behaviour of materials conform to the results of [33]. The results of WMA-cutback asphalt presents 
that, the (Mr) was decreased by (62.5 and 28.57) % when the asphalt content increased and decreased by 0.5 % from 
(OAC) respectively. The results of WMA-emulsified asphalt shows that, the (Mr) was decreased by (50 and 58.33) % 
when the bitumen content increased and decreased by 0.5 % from (OAC) respectively, this behaviour of materials 
conform to the results of [35]. The WMA has lower Mr Values as compared to HMA. This could be attributed to the 
lower viscosity of the binders and higher volatile content. The excess voids after evaporation of such volatiles caused 
reduction of Mr for WMA as compared to that of HMA. The higher asphalt content decreases the Mr because the excess 
asphalt will decrease the inter particle connection, producing more lubrication action which decreases the Mr [33]. 
9.3. Effect of Asphalt Type and Content on Deformation Behavior under Repeated Compressive Stress 
The high permanent deformation is related to increase of asphalt content as presented in Table 8 and Figure 8. The 
results of HMA at 0.069 (MPa) shows that the permanent deformation was increased by (60 and 50) % when the asphalt 
content increased and decreased by 0.5 % from (OAC) respectively, this behavior of materials conform with the results 
of [36]. The results of WMA-cutback asphalt shows that, the permanent deformation increased by 18.5% when the 
asphalt content decreased by 0.5 % from (OAC), while when the asphalt content increased by 0.5 % from (OAC), 
specimen was fractured. The results of WMA-emulsified asphalt presents that, the permanent deformation was increased 
by (9.8 and 1.96) % when the asphalt content increased and decreased by 0.5 % from (OAC) respectively, this behavior 
of materials conform to the results of [16]. The results of HMA at 0.138 (MPa) presents that, the permanent deformation 
was increased by (41.67 and 29.17) % when the asphalt content increased and decreased by 0.5 % from (OAC) 
respectively, this behavior of materials conform to the results of [37]. The results of WMA-cutback asphalt presents 
that, the permanent deformation equal 15250 microstrain at (OAC) and when asphalt content increased and decreased 
by 0.5 % from (OAC) respectively specimen was fractured, such behavior of materials comply with the findings of [38, 
39].  
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Table 8. Effect of asphalt type and content in deformation behavior under repeated compressive strength at different levels 
of stress 
Asphalt content % OAC-0.5 OAC OAC+0.5 
H
M
A
 Permanent Microstrain at (0.069 MPa) 1875 1250 2000 
Permanent Microstrain at (0.138 MPa) 3875 3000 4250 
Permanent Microstrain at (0.207 MPa) 12750 9125 15750 
W
M
A
-
C
u
tb
ac
k
 
A
sp
h
al
t Permanent Microstrain at (0.069 MPa) 8000 6750 0 
Permanent Microstrain at (0.138 MPa) 0 15250 0 
Permanent Microstrain at (0.207 MPa) 0 18250 0 
W
M
A
-
E
m
u
ls
if
ie
d
 
A
sp
h
al
t Permanent Microstrain at (0.069 MPa) 3250 3188 3500 
Permanent Microstrain at (0.138 MPa) 11000 4000 4313 
Permanent Microstrain at (0.207 MPa) 0 10500 19250 
The results of HMA at 0.207 (MPa) presents that, the permanent deformation was increased by (72.60 and 39.73) % 
when the asphalt content increased and decreased by 0.5 % from (OAC) respectively, this behaviour of materials 
conform to the results of [40]. The results of WMA-cutback asphalt shows that the permanent deformation equals 18250 
microstrain at (OAC) and when asphalt content increased and decreased by 0.5 % from (OAC) respectively, specimens 
were fractured. The results of WMA-emulsified asphalt presents that, the permanent deformation was increased by 83.33 
% when asphalt content increased by 0.5 % from (OAC) and when asphalt content decreased by 0.5 % from (OAC) the 
specimen was fractured, this behaviour of materials conforms to the results of [41 and 42].  
 
 Figure 8. Impact of asphalt type and content on the deformation behavior under repeated compressive strength 
9.4. Impact of Asphalt Type and Content on Resilient Modulus Behavior under Repeated Compressive Stress 
    The high Mr is related to increase of asphalt content as presents in Table 9 and Figure 9. 
Table 9. Effect of asphalt type and content in resilient modulus behavior under repeated compressive strength at different 
levels of stress 
Asphalt content % OAC-0.5 OAC OAC+0.5 
H
M
A
 Resilient Modulus (MPa) at (0.069 MPa) 98 120 92 
Resilient Modulus (MPa) at (0.138 MPa) 85 128 82 
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The results of HMA at 0.069 (MPa) presents the Mr was decreased by (23.33 and 17.92) % when the asphalt content 
increased and decreased by 0.5 % from (OAC) respectively. The results of WMA-cutback asphalt presents that the Mr 
decreased by 49.93 % when the asphalt content decreased by 0.5 % from (OAC) and when asphalt content increased by 
0.5 % from (OAC) specimen was fractured. The results of WMA-emulsified asphalt presents that, the Mr was decreased 
by (19.77 and 21.20) % when the asphalt content increased and decreased by 0.5 % from (OAC) respectively.  
The results of HMA at 0.138 (MPa) presents that, the (Mr) was decreased by (35.94 and 33.59) % when the asphalt 
content increased and decreased by 0.5 % from (OAC) respectively. The results of WMA-cutback asphalt presents that, 
the (Mr) equal to 184 (MPa) and when asphalt content increased and decreased by 0.5 % from OAC respectively, 
specimens was fractured. The results of WMA-emulsified asphalt presents that, (Mr) was decreased by (28.89 and 44.44) 
% when the asphalt content raised and decreased by 0.5 % from OAC respectively.  
The results of HMA at 0.207 (MPa) presents the Mr was decreased by (45.61 and 28.69) % when the asphalt content 
increased and decreased by 0.5 % from OAC respectively. The results of WMA-cutback asphalt presents the (Mr) equal 
to 127 (MPa) and when asphalt content increased and decreased by 0.5 % from OAC respectively, specimens was 
fractured. The results of WMA-emulsified asphalt presents the (Mr) decreased by 29.78% when the asphalt content 
increased by 0.5 % from OAC and when bitumen content decreased by 0.5 % from OAC, specimens were fractured.  
 
Figure 9. Effect of asphalt type and content in resilient modulus behavior under repeated compressive strength 
10. Effect of Stress Level 
The development of permanent deformation strongly depends on the stress level. Three stress levels were used in 
this study, 0.069, 0.138 and 0.207 (MPa). Tables 10 and 11 shows the variation of resilient modulus, permanent 
microstrain, resilient microstrain and total microstrain as well as permanent deformation parameters (intercept and 
slope).  
Table 10. Resilient modulus, resilient microstrain, permanent microstrain, total microstrain, intercept and slope at OAC 
under different levels of stress 
Mixture Type HMA WMA-Cutback Asphalt WMA-Emulsified Asphalt 
Parameters 
Stress level (MPa) Stress level (MPa) Stress level (MPa) 
0.069 0.138 0.207 0.069 0.138 0.207 0.069 0.138 0.207 
Resilient modulus (MPa) 120 128 83 162 184 127 125 135 118 
Resilient microstrain 750 1100 4875 875 2750 5250 313 500 4750 
Permanent microstrain 1250 3000 9125 6750 15250 18250 3188 4000 10500 
Total microstrain 2000 4100 14000 7625 18000 23500 3500 4500 15250 
Intercept (a) 37.1 50.9 303.5 302.9 108.2 125.7 496.2 350.8 387.2 
Slope (b) 0.476 0.532 0.460 0.636 0.885 1.040 0.277 0.299 0.441 
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Table 11. Variation (%) of resilient modulus, resilient strain, permanent microstrain, total microstrain, intercept and slope 
for different mixtures at OAC 
Parameters 
Variation (%) between HMA and WMA-
Cutback Asphalt 
Variation (%) between HMA and WMA-
Emulsified Asphalt 
Stress level (MPa) Stress level (MPa) 
0.069 0.138 0.207 0.069 0.138 0.207 
Resilient modulus (MPa)* -35.3 -43.3 -53.8 -4.5 -4.9 -42.9 
Resilient microstrain* -16.7 -150.0 -7.7 58.3 54.5 2.6 
Permanent microstrain * -440.0 -408.3 -100.0 -155.0 -33.3 -15.1 
Total microstrain * -281.3 -339.0 -67.9 -75.0 -9.8 -8.9 
Intercept (a)* -715.5 -112.4 58.6 -1236.2 -588.6 -27.6 
Slope (b)* -33.5 -66.3 -126.1 41.9 43.8 4.1 
    *(-) refer to increases value (%) 
 
From the data presented in Table 10, the increase in the stress level will decrease the value of (Mr) and it will increase 
the permanent microstrain, resilient microstrain and total microstrain by different percentage, such behavior of the 
materials complies with the findings of [37] for HMA. The higher (Mr) could be achieved in the stress level at 0.138 
(MPa) at the (OAC). This is attributed to the requirement of asphalt, which must be sufficient to bind the aggregates 
under the moderate traffic loading which represented by the stress level at 0.138 (MPa). The higher level of stress at 
0.207 (MPa) will possess additional tensile stresses which the mixture is unable to accommodate moreover, lower level 
stress at 0.069 (MPa) will not be adequate for bitumen to show real (Mr) property, such behavior of materials comply 
with the findings of [33, 37]. 
11. Conclusions 
Based on limitations of materials and test conditions, the conclusions could be addressed as follows: 
 The WMA has less resistance to permanent deformation than HMA under repeated (ITS) at stress level 0.138 
(MPa), 25 ⁰C and the (OAC). The permanent deformations were (6000 and 5400) microstrain for WMA-cutback 
asphalt and WMA-emulsified asphalt respectively. Both were higher than HMA by (50 and 35) % respectively. 
 The WMA has less (Mr) than HMA under repeated (ITS) at stress level 0.138 (MPa) and (OAC). The (Mr) at 25 
⁰ C under repeated (ITS) are (230 and 276) MPa for WMA-cutback asphalt and WMA-emulsified asphalt 
respectively. Both were lower than HMA by (39.95 and 27.94) % respectively.  
 The WMA has higher (Mr) than HMA under repeated compression load at stress level 0.138 (MPa) and (OAC). 
The (Mr) at 25 ⁰ C under repeated compression load were (184 and 135) MPa for WMA-cutback asphalt and 
WMA-emulsified asphalt respectively. Both were higher than HMA by (43.75 and 5.47) %, respectively, as the 
stress level increases the permanent deformation increases and the (Mr) at (OAC) increases when the stress 
increases from 0.069 (MPa) to 0.138 (MPa) and decreases when the stress increases from 0.138 (MPa) to 0.207 
(MPa). 
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